








INTERIOR STEEL TO BE AS FLAT
OF A PROFILE AS POSSIBLE

LINTEL SCHEDULE

ROOF CONSTRUCTION: © LINTEL LOCATION WALL TYPE MAX. LENGTH LINTEL_REQUIREMENTS
3 L-1 MAN—DOORS INTERIOR AND EXTERIOR ~ UP TO 1200mm  3-PLY 38mm X 235mm SPF #1/#2
ICE RAKES (NOT SHOWN) S MAX. 0.229 L-3 OVERHEAD DOORS ~ EXTERIOR UP TO 4877mm  SEE DETAL 7
24 GAUGE STEEL ROOF PANELS ' L—4 VENTILATION EXTERIOR UP TO 1200mm  3-PLY 38mm X 235mm SPF #1/#2

38mm X 89mm NOMINAL ROOF PURLINS AT 610mm O.C.
PRE—ENGINEERED TRUSSES @ 610 O.C.

R—40 FIBERGLASS INSULATION

6 MIL POLY VAPOUR BARRIER

19mm X 89mm NOMINAL HORIZONTAL STRAPPING PLACED AT 406mm
0.C. NAILED TO BOTTOM CHORD OF TRUSS RAFTER

CEILING PANELS 26 PREPAINTED STEEL

INTERIOR OF BUILDING

RIDGE PURLIN
(TYP OF TWO)

SEE DETAILL "B EAVE PURLIN

TYP OF TWO)

/3 PROFILE OF INTERIOR SIDING STITCH SCREW_SCHEDULE

2—44mm X 356mm
TOP OF SILL PLATE TO BOTTOM OF TRUSS \Jo/ SCALE = 1:5 ROOF NO. 14 X 2/2mm HWH 1.9E MICROLAM LVL
CHORD TO BE 200mm FOR INSULATION ©220mm 0/C
(COMPRESS INSULATION AT CHORD) = 5 YRR TI—rT 26ga PLATE CAN BE NORMALLY
. . mm NAILED WITHOUT PRE DRILLING.
/ © MAX. 0.305 - ENDWALL | @300mm 0/C Al (PRE DRILL HEAVIER PLATES) L
[ /"" ' | | o OVERHEAD DOOR OPENING
USE FOAM CLOSURE ON FIRST P < EXTERIOR OF BUILDING SoEWALL | NO- 14 X 22mm HWH 8
= JR— @610mm 0/C B [T SIMPSON CS14 STRAPS COMPLETE WITH
PURLIN TO SEAL TO ROOF STEEL = . o
|

34 — 10d (17 ON EACH SIDE OF STUD)
\6 PLY 38mm X 140mm STUDS, 2
KING STUDS AND 4 CRIPPLE STUDS
4 CRIPPLE STUDS

SPLICE PURLINS AT EAVE AND RIDGE WITH
GALVANIZED STRIP AS SHOWN. 38mm X 89mm
EAVE RIDGE ROOF PURLIN

=
;e N BT T
\ () ( 2 KING STUDS |
NOTE — APPLIES TO STITCH SCREWS il
: AT PANEL OVERLAP

/+\ PROFILE OF EXTERIOR SIDING
10 / 7\ OVERHEAD DOOR LINTEL DETAIL

" JO'NTS AT CORNERS W SCALE = 1 :30 . L] . L] . L] . . . . . L] L] . L] . . . L] . L] . L] . L] . L] . L] .
\SIMPSON H1 HURRICANE TlES < . L] . L] . L] . L] . L] . L] . L] . | | . L] . L] . L] . L] . . . . . L] .

QN 1 J—CHANNEL SEALED TO STEEL ROOF WITH Min, N
SPLICE PLATE
_><

25mm THICK — 350mm LONG |
FASCIA BOARD COMPLETE WITH
ALUMINUM CLADDING " II

STEEL OR ALUMINUM EAVES
TROUGH AS REQUIRED

FOAM CLOSURE
BETWEEN RIDGE CAP
AND ROOF PANELING

610mm PREFINISHED VENTED
ALUMINUM SOFFIT COMPLETE
WITH J—MOULDINGS AND 610mm

FOAM CLOSURE (SEE DETAIL) 0’300 RIDGE CAP
WALL CONSTRUCTION: /1ONEDGE PURLIN SPLICE DETAIL
10

ROOF SCALE = 1:10

PANELING

— EXTERIOR 24 GAUGE PREPAINTED VERTICAL PANELS
( -><_—— 19mm x 89mm HORIZONTAL STRAPPING @ 406mm O.C.

NAILED TO STUDS
GABLE END OVERHANGS — 38mm x 140mm STUDS @ 406mm O.C. | 4 %
— R—22 FIBERGLASS INSULATION
— TWO ROWS OF 38mm X 140mm NOMINAL BLOCKING TOP CHORD FOAM CLOSURE
INSTALL CAULKING TO PROVIDE TIGHT BETWEEN STUDS 38mm X 89mm BETWEEN PURLINS
SEAL BETWEEN J—MOULD ANDSVTVQ'E'[ - :\liITE;J );_0898?36SH0RIZONTAL STRAPPING @ 406mm O.C. RIDGE PURLINS AND ROOF PANELING

(EAVE PURLINS NOT

— 6 MIL POLY VAPOUR BARRIER
SHOWN)

— INTERIOR 26 GAUGE PREPAINTED VERTICAL PANELS (FOR
ALL WALLS IN THE WASHROOM SUBSTITUTE THE "INTERIOR

/—38mm X 89mm PURLIN

INTERIOR HEIGHT TO BE 4.270mm

26 GAUGE VERTICAL PANELS AND HORIZONTAL FOAM_CLOSURE T
STRAPPING™ WITH "12mm THICK PLYWOOD AND 6 MIL POLY SOFFIT 5«%%2:@8’:«? AND
. FIBERGLASS PANELING®) BOTTOM CHORD VAPOUR BARRIER PURLIN \89mm X 700mm X 26 GAUGE
P~ GALVANIZED STEEL SPLICE PLATE WITH
) 13-89mm COMMON WIRE NAILS PER SIDE

MIN.

= S Q000000000 00OOOOOTI( — S o o o "™EDGE PURLIN_SPLICE DETAIL
S| TOUODUUUOTOUUDTUIOTUL %‘U\m >,
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DRIP CAP COMPLETE WITH ~) == = == 2 S =5
COLOUR MATCHED CAULKING &= \
~
| CONCRETE
=8 i 13mme sTeEL ancHor souT o "\ STEEL CEILING PANEL At Fomt SLOSURE. OVER FRAMING GENERAL NOTES:
DRILLED IN CONCRETE :
PROVIDE WATER—TIGHT SEAL BETWEEN 1 20mm STYROFOAM
BUILDING AND SIDING. USE FOAM 38mm X 140mm BOTTOM — VERIFY FINISHED SLAB ELEVATION RELATIVE TO SITE WITH OWNER
CLOSURE (SEE DETAIL) PLATE PWF FOR ROOF DESCRIPTION, SEE WALL SECTION. PRIOR TO COMMENCEMENT OF WORK
: 140mm X 100mm CONCRETE CURB — ALL FRAMING LUMBER SHALL COMPLY WITH PERTINENT
BUILDING FLOOR mFO AM CLOSURE LOCATION PROVISIONS OF CSA 086 AND CSA 0141, AND TO THE NATIONAL
Bmm STYROFOAM INSULATION RUBBERIZED BASEBOARD / m RIDGE CAP DETAIL LUMBER GRADES AUTHORITY, STANDARD GRADING RULE.
mm — MOISTURE CONTENT SHALL NOT EXCEED 19% FOR EXTERIOR
R A 10 NTS
L T T T T v WORK AND 12% FOR INTERIOR WORK.
SRR W 1:20 — FRAMING MATERIAL, UNLESS OTHERWISE NOTED, SHALL BE KILN
DRIED LUMBER AS FOLLOWS:
UNIT [UMBER TYPE
19mm X 140mm A) POST 42 SPF GRADE
NOMINAL WOOD CROSS B) ALL JOISTS #2 SPF GRADE
BRACING C) ALL LINTELS #2 SPF GRADE
D) LIGHT FRAMING MATERIALS AND PLATES | #2 SPF GRADE

SEE WALL AND BASE DETAIL — ALL SHEATHING MATERIAL TO CSA 0121, SHEATHING GRADE AS

FOLLOWS: (A) ALL EXTERIOR WALL SHEATHING TO BE AS
VERTICAL STUD TO FIT SPECIFIED ON THE ARCHETECTURAL SERIES DRAWINGS. (B) ALL
19mm X 140mm CROSS EXTERIOR ROOF SHEATHING TO BE 24GA PRE—FINISHED STEEL
BRACING OR SIMPSON SHEET.
WB126 WALL BRACING — ALL NAILS IN EXPOSED EXTERIOR APPLICATIONS, WET OR
CORROSIVE INTERIOR CONDITIONS OR NAILS ANCHORED THRU OR
INTO PRESSURE TREATED LUMBER SHALL BE HOT DIP
GALVANIZED UNLESS OTHERWISE NOTED, TO CONFORM TO CSA
B111
— END WALL METAL CLADDING STITCH SCREWS TO BE INSTALLED
AS PER SCHEDULE.
— ROUGH HARDWARE: BOLTS, NUTS, WASHERS, LAGS, PINS,
™ SCREWS, HOT DIP GALVANIZED TO CONFORM TO CSA G164.
— WOOD PRESERVATIVE: CCA PRESERVATIVE TO CONFORM TO
CSA-080.15. BRUSH TREAT FIELD CUTS WITH COPPER
NAPHTHENATE.
DETAIL ”A” — PROVIDE A MINIMUM OF 12 — 75mm NAILS BETWEEN
CONSECUTIVE SPLICES OF DOUBLE TOP PLATE.

TWO ROWS OF 38mm X 140mm SCALE = 1:10 - (\:/2528; B\SA;RBJAER: 6 MIL POLYETHYLENE SHEET TO CONFORM TO

DETAIL "B”
/ NOMINAL BLOCKING BETWEEN STUDS — CAULK ALL VAPOUR BARRIER JOINTS. CAULKING TO CONFORM
SCALE =

1:20 TO CAN/CGSB 19.13—M OR CGSB 19 GP 14M.

— ANCHOR BOLTS SHALL BE SET BY TEMPLATE TO ENSURE
ACCURACY IN SETTING. THEY SHALL BE 12mm DIAMETER,
HOOKED TO ASTM A307, UNLESS NOTED OTHERWISE.

— PROVIDE OPENINGS IN EXTERIOR WALLS FOR ALL EXHAUST
FANS. ALL FAN ROUGH OPENINGS TO CONFORM TO SHOP

ROOF FRAMING GENERAL NOTES: NS

CURB
/ELEVATION — REFER TO LINTEL SCHEDULE FOR LINTEL SIZES. CONSULT WITH

19mm X 140mm NOTCH TO

NOTES: 38mm X 140mm
NOMINAL VERTICAL STUDS
/DOUBLE TOP PLATE / @ 406mm O.C.

— SUBMIT SHOP DRAWINGS FOR WALL AND ROOF
CONSTRUCTION COMPLETE WITH WALL TO FLOOR CONNECTIONS.
— ATTIC ACCESS HATCH TO BE LOCATED IN WASHROOM.

/ 19mm X 140mm
NOMINAL WOOD
\CROSS BRACING OR
SIMPSON WB126
WALL BRACING

/I\WALL SECTION — W1
10

SCALE = 1:20

N

-

Ti
T
—

|~ 60mm EMBEDMENT

STEEL PANEL— ||~}
= RUBBERIZED BASEBOARD. SEAL TO STRAPPING
STRAPPING —TT=T| AND FLOOR.

EDGE AND DRIP FLASHING >

CAULK AND PROVIDE )
WATER-TIGHT SEAL f

/BUILDING FLOOR
NEOPRENE SEA%ASKETF ’ P EUS TR e v v s

SRR,
< v\é%(\ ,
140mm X 100mm CONCRET! RB—"74

600mm LONG FLASHING (REMOVE AND
REPLACE BACKFILL AS REQUIRED TO
ACHIEVE POSITIVE DRAINAGE FROM

&= 13mm¢ ANCHOR ROD @ 1220mm 0/C, \

i
2

- ST AL BRIGHG SPEGTED 81 TRUSS WALFACTURGR
/ . — CONTRACTOR TO VERIFY ALL DIMENSIONS PRIOR TO
\ — PROVIDE ANCHOR BRACING TO ALL MEMBERS WITH LATERAL
COMMENCING WITH THE WORK. CONTRACTOR TO NOTIFY
WEB BRACING SPECIFIED BY TRUSS MANUFACTURER. BRACING
ENGINEER OF ANY DISCREPANCY OR DEVIATION IN THE EXISTING
TO BE INSTALLED OVER NOT LESS THAN 3 TRUSS BAYS AND
SEE DETAIL CONDITION PRIOR TO COMMENCING WITH THE WORK FOR
BOTTOM PLATE SE EXTEND FROM ROOF PLANE TO CEILING PLANE. ADJUST FURTHER INSTRUCTIONS.
A ANGLE AS NECESSARY. INSTALL AT EACH GABLE END, AND
AT 15.24m INTERVALS ALONG BUILDING.

NOTE : — IN ADDITION TO THE ANCHOR BRACING REQUIRED AT THE

LATERAL WEB BRACING, PROVIDE VERTICAL SWAY BRACING
— INSTALL 19mm X 140mm WOOD CROSS BRACING OR SIMPSON WB126 FOR ALL TRUSSES AT MIDSPANS. FOR TRUSSES WITH SPANS
WALL BRACING ON ALL WALL STUDS.

GREATER THAN 6.096m INSTALL ADDITIONAL VERTICAL SWAY

0.038

1
Y

BUILDING.) 6 MIL VAPOUR BARRIER NOTCH STUDS TO ACCOMMODATE BRACING SUCH THAT THE BRACING IS FLUSH TO THE BRACING AT 1/4 POINTS. BRACING TO BE INSTALLED OVER
R RO A INTERIOR FACE OF THE STUDS. NOT LESS THAN 3 TRUSS BAYS AND EXTEND FROM ROOF
50mm STYROFOAM _—~ PLANE TO_CEILING PLANE. ADJUST ANGLE AS NECESSARY.
INSULATION INSTALL AT EACH GABLE END, AND AT 15.24m INTERVALS

ALONG BUILDING.

— PROVIDE CONTINUOUS LATERAL TRUSS BRACING ALONG
BOTTOM CHORD AT VERTICAL SWAY—BRACING LOCATIONS
DURING ERECTION.

38mm STYROFOAM 150mm COMPACTED A—-BASE

/2 \WALL AND BASE DETAIL
10

SCALE = 1:20

/6 \CROSS BRACING DETAIL
10

SCALE = 1:40
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. . . WATER AND SEWAGE TRUCK STORAGE GARAGE
Consulting Engineers and Project Managers [DESIGNED BY: —

AK | WATER TRUCK STORAGE GARAGE
DRAWN BY: WALL AND ROOF FRAMING DETAILS

— DGH ~

ENGINEERING Lo.
DGH Engineering Ltd. 12 Aviation Road

St. Andrews, Manitoba, Canada R1A 3N5
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| P PN Consulting Engineers and Project Managers [DESIGNED BY: p—
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LOCATIONS OF UNDERGROUND STRUCTURES/UTILITIES AS HL.
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GUARANTEE IS GIVEN OR IMPLIED THAT ALL EXISTING .R. Cousin Consultants Ltd. m | WL : : :
{UNDERGROUND STRUCTURES/UTILITIES ARE SHOWN OR i\% Member ph: (204) 489-0474 fax: (204) 489-0487 or VENTILATION PLAN
THAT THE GIVEN LOCATIONS ARE EXACT. CONFIRMATION NN mong: 1 info@i o :
OF EXISTENCE AND EXACT LOCATION OF ALL No.234  Date:__ 12/01/27 NG email: info@jrec.ca website: www.jrec.ca
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EXTERIOR INTERIOR ( 1
WALL HOUSING

INSULATE DUCTING WITH STEEL
WIRE GAURDS
BIRD SCREEN\' /_ . /

WALL SUPPORT

N %l Vi
// \
LOUVER
7 I
VZ L
\ / , _i
7 I
p _
/I s n
// | CAULK
7 Z 1 — —| PERIMETER
. 0 \ /1(
EXHAUST
I FAN /
DAMPER PREFINISHED LOUVRE —
lof
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BRACKET
SECTION
ELEVATION
TYPICAL EXHAUST FAN DETAIL
SCALE = 1:10
EXTERIOR INTERIOR
INSULATE DUCTING
BIRD I
SCREEN <
AN
LOUVER > REMOVABLE BUG
AN SCREEN
S
AN
\ A
S
AN
S
w \.
‘ | | | | DAMPER
GALVANIZED WALL
o SUPPORT BRACKET
TYPICAL AIR INLET LOUVRE
SCALE = 1:10
B.M. ELEV. ENGINEER’S SEAL . CODE: PROJECT:
J. R. Cousin Consultants Ltd. | |_3g, 1| GARDEN HILL FIRST NATION
: : : ' WATER AND SEWAGE TRUCK STORAGE GARAGE
| Consulting Engineers and Project Managers |DESIGNED BY: —
e o ST e | Certcate of Autborizatn oinseureamig  wimipes M3 Rovice | ¢ | WATER TRUCK STORAGE GARAGE
| NOERGROUND STRUCTURES/UTILITIES. ARE SHOWN OR -R. Lousin Gonsultants Lid. 2\ Wiember ph: (204) 4890474 fax: (204) 489-0487 .OT EXHAUST FAN DETAIL AND AIR INLET LOUVRE
THAT THE GIVEN LOCATIONS ARE EXACT. CONFIRMATION M mong- Qi : . :
OF EXISTENCE AND EXACT LOCATION OF ALL No. 234 Date:_ 12/01/27 X’gf;'%\f?g‘“'( 9 email: info@jrec.ca website: www.jrec.ca
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A-56 A-54
A-48 _ - ,
CE1 3 20 AMF. (T | [p[a-38 g | o] (2o v ~_
3 A—28 2 = A-26 WHITE BOARD
A—41 A—53 | AUDIBLE
AUBIBLE HOSE REEL HOSE REEL CO/NOX HOSE REEL
CO/NOX DETECTOR A—40
/F' O  DETECTOR O O O
OETECTOR ] %
A—45 A—41 A—43 A—41 A—45
A-32
A-34
Al %
STORAGE
CABINET WATER FUMP
A-19
PHONE A
SMOKE AND HEAT SMOKE AND HEAT A-51
ALARM SENSOR ALARM SENSOR
(O=a-s3
CEILING FAN CEILING FAN SECURITY
é A—47 é CEILING FAN é A—47 CEILING FAN ALARM PANEL
” A—47 A—47 A—30
_E_
b4
_o_
S WALL MOUNTED SINK—| o3
A—45 A—41 A—43 A—41 A—45 Hsgn),?ﬁg
TANK ALARM
A-17
BOILER A-54
A—56 | A_537)991 1
INFLOOR HEAT
CONTROLS \[
A-22
INFLOOR
HEATING
SYSTEM
PUMP PM—1
A-18
é CEILING FAN é CEILING FAN é CEILING FAN CEILING FAN PP 20
- A—47 - A—47 A—51
ELECTRICAL
\ PANEL "A”
PEGBOARD
(OJ=a-53
A-36 METER SOCKET
(034 5
jl A—45 A—41 A—43 A—41 A—45 Ir
I I
| B |
JI S/ S/ S/ AJE48
A—13,15 \/X/ A-10,1 A-6,8 —
0/H DOOR /-\/ 0/H DOOR /\/ 0/H DOOR /\/ 0/H DOOR
UH-A ) —OPERATOR UH-A ) OPERATOR UH-A ) OPERATOR UH-A ) OPERATOR
SWITCH SWITCH SWITCH SWITCH
- V e 4
MOTION_// /] DOOR : /H DOOR : /H DOOR : /H DOOR
DETECTOR DERATOR A—33,35 OPERATOR A—29,31 OPERATOR A-25,27 OPERATOR A-21,23
I
[ | [ | [ | [
@ O O O O
o S0E
A-56 A-56 A-56 A-54 CEILING FAN 54
CONTROLLERS
SECURITY KEYPAD
(MOUNT ABOVE
LIGHT SWITCHES)
1. MANITOBA HYDRO TO PROVIDE PT’S, CT'S, METERS AND SECONDARY METERING WIRING. CONTRACTOR TO PROVIDE
CONDUIT, METERING ENCLOSURES, METERING SOCKETS AND INSTALLATION.
2. INSTALL CONDUIT THROUGH CONCRETE FLOOR FOR SEWAGE PUMP.
B.M. ELEV. ENGINEER’S SEAL ) CODE: PROJECT:
= J. R. Cousin Consultants Ltd. | |_s9,0;| GARDEN HILL FIRST NATION
SCALE BAR S?m ’ N Consultine Ene d Project M —-————— WATER AND SEWAGE TRUCK STORAGE GARAGE
42 nsulting Engineers and Pr anager :
(IN METRES) 5 onsu g g1mecrs 0jcC gCrs —
|LOCATIONS OF UNDERGROUND STRUCTURES/UTILITIES AS Certificate of Authorization 2 L. JRC
0.8 0 04 08 1.6 2.4 3.2 4.0 LW ARE_BASED O AVAILABLE. INFORMATION. BUT NG IR Cousin C tants Ltd 91A Scurfield Blvd. Winnipeg, MB R3Y 1G4 | s WATER TRUCK STORAGE GARAGE
M GUARANTEE IS GIVEN OR IMPLIED THAT ALL EXISTING K. Cousin Consultants . . . :
{UNDERGROUND STRUCTURES/UTILITIES ARE SHOWN OR ph: (204) 489-0474 fax: (204) 489-0487 or ELECTRICAL PLAN
1:40 THAT THE GIVEN LOCATIONS ARE EXACT. CONFIRMATION FIEROIEY o f 1. : . :
OF EXISTENCE AND EXACT LOCATION OF ALL No. 234 Date: 12/01/27 B ‘v;’%;,\dw( 9/ email: info@jree.ca website: www jrec.ca
UNDERGROUND STRUCTURES/UTILITIES MUST BE OBTAINED N i A REVIEWED BY: |——rr DATE: PLAN: SHEET:
FROM THE APPROPRIATE AUTHORITY/OWNER, BY THE S, TEPLROT Engineering Excellence since 1981 ’ ’ ) )
No. REVISIONS DATE | INITIALS |oONTRACTOR, BEFORE PROCEEDING WITH CONSTRUCTION. s & & JRC 1:40 11/12/19 TG—B—15| 34 of 37
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PANEL A — 600 A, 120/240 V, 1P, 3W 84 CCT
BREAKER BREAKER
DESCRIPTION CCT AMP B AMP CCT DESCRIPTION
1
HOT WATER TANK 3 30 2P X 60 2P UNIT HEATER UH-A
5
- X 60 2P UNIT HEATER UH-A
INFLOOR HEAT BOILER 5 150 2P 0
60 2P UNIT HEATER UH-A
1 X 12
13 14
UNIT HEATER UH-A 60 2P 60 2P UNIT HEATER UH-A
15 X 16
SEWAGE HOLDING TANK ALARM 17 15 15 18 INFLOOR HEAT PUMP PM-1
WATER HOLDING TANK ALARM PUMP | 19 15 X 15 20 INFLOOR HEAT PUMP PF-1
21 15 22 INFLOOR HEAT CONTROLS
OH DOOR OPERATOR 15 2P
23 X 15 24 SPARE
25 20 26 INTERIOR RECEPTICLE
OH DOOR OPERATOR 15 2P
27 X 20 28 INTERIOR RECEPTICLE
29 15 30 SECURITY PANEL
OH DOOR OPERATOR 15 2P
31 X 15 32 CO/NO2 MONITORING PANEL
33 15 34 CO/N02 MONITORING PANEL
OH DOOR OPERATOR 15 2P
35 X 15 36 DAMPER MOTOR
SPARE 37 15 15 38 DAMPER MOTOR
SPARE 39 15 X 15 40 EXHAUST FAN
BAY LIGHTING 41 15 15 42 EXHAUST FAN
BAY LIGHTING 43 15 X 15 44 SPARE
BAY LIGHTING 45 15 15 46 SPARE
CIRCULATION FANS 47 15 X 15 48 EMERGENCY LIGHTING
CIRCULATION FANS 49 15 15 50 EXTERIOR GFI RECEPTICLE
INTERIOR RECEPTICLE 51 15 X 15 52 EXTERIOR GFI RECEPTICLE
INTERIOR RECEPTICLE 53 15 15 54 EXTERIOR LIGHTING
SPARE 55 20 X 15 56 EXTERIOR LIGHTING
SPARE 57 20 15 58 SPARE
59 60
61 62
63 64
65 66
67 68
69 70
71 72
73 74
75 76
77 78
79 80
81 82
83 84
B.M. ELEV.
|LOCATIONS OF UNDERGROUND STRUCTURES/UTILITIES AS
SHOWN ARE BASED ON AVAILABLE INFORMATION BUT NO
GUARANTEE IS GIVEN OR IMPLIED THAT ALL EXISTING
UNDERGROUND STRUCTURES/UTILITIES ARE SHOWN OR
THAT THE GIVEN LOCATIONS ARE EXACT. CONFIRMATION
OF EXISTENCE AND EXACT LOCATION OF ALL
UNDERGROUND STRUCTURES/UTILITIES MUST BE OBTAINED
No. REVISIONS DATE INITIALS FROM THE APPROPRIATE AUTHORITY/OWNER, BY THE

CONTRACTOR, BEFORE PROCEEDING WITH CONSTRUCTION.

3¢

A~/ TRANSFORMER BY MB HYDRO

OVERHEAD SERVICE CABLE
——BY MANITOBA HYDRO

/—TRUCK GARAGE OUTSIDE WALL

UTILITY METER

CSTE/
CMSE

600A, 120/240V, 1P, 3W WALL
MOUNT CUSTOMER SERVICE
TERMINATION

® | ENCLOSURE/CUSTOMER METERING
| & SPLITTER ENCLOSURE AS PER
MANITOBA HYDRO CUSTOMER
METERING STANDARDS

CONNECT SYSTEM / 600A
NEUTRAL TO GROUNDING 2P

SYSTEM SPACE ON LINE
SIDE OF MAIN BREAKER

|
A @

MAIN BREAKER
SERVICE ENTRANCE RATED

p——— TECK90 CABLES

0.

120/240V, 1PH, 3W.
_ 600A, MAIN DISTRIBUTION

N\
N\

PANELBOARD ‘A’
7\

| SURGE PROTECTION
I
I
|
I
I

ENGINEER’S SEAL

No. 234 Date:

=1APecE

Certificate of Authorization
J.R. Cousin Consultants Ltd.

12/01/27
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Ex

ELECTRICAL LEGEND
SYMBOL DESCRIPTION
B ] FLUORESCENT LIGHTING LUMINAIRE LOCATED ON CEILING UNLESS OTHERWISE NOTED.
SINGLE POLE WALL SWITCH. SINGLE POLE 15A 120 VAC HUBBELL CAT. NO. 1201—I IVORY.
$ SURFACE MOUNTED IN CSA PVC ENCLOSURE 1 BOX. LOCATED 1.35m ABOVE FLOOR.
sy | 3 WAY WALL SWITCH. SINGLE POLE 15A 120 VAC HUBBELL CAT. NO. 1203-I IVORY.
) SURFACE MOUNTED IN CSA PVC ENCLOSURE 1 BOX. LOCATED 1.35m ABOVE FLOOR.
Zfi EXTERIOR MOUNTED LIGHT FIXTURE
DUPLEX CONVENIENCE RECEPTACLE 15A, 125 VAC HUBBELL CAT. NO. 5252—I IVORY. MOUNTED IN PVC
S= SURFACE MOUNTED BOX. LOCATED 450mm ABOVE FLOOR. PROVIDED LAMICOID NAME PLATE INDICATING
CIRCUIT NUMBER BELOW RECEPTACLE.
DUPLEX CONVENIENCE RECEPTACLE 20A, 125 VAC HUBBELL CAT. NO. 5352—Al IVORY. MOUNTED IN PVC
©=20 | SURFACE MOUNTED BOX. LOCATED 450mm ABOVE FLOOR. PROVIDED LAMICOID NAME PLATE INDICATING
CIRCUIT NUMBER BELOW RECEPTACLE.
&= SIMILAR TO ABOVE EXCEPT LOCATED 200mm ABOVE COUNTER.
o DUPLEX CONVENIENCE RECEPTACLE 15A 125VAC WITH BUILT IN GROUND FAULT DETECTION AND
GFI | INTERRUPTION. LEVITON CAT. NO,. GF—6598—HGI. SURFACE MOUNTED IN CSA PVC ENCLOSURE.
6 ELECTRIC MOTOR
Q) THERMOSTAT
A PHONE OUTLET
(UH) UNIT HEATER
—A> | HEATER FLOW DIRECTION
T | EMERGENCY LIGHTING
= EXIT LIGHT
[D}—{| pAmMPER
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DOWNSPOUT
_\ ‘ 15090 X 2400 BOLLARD
~ (CONCRETE FILLED
N STEEL PIPE)
o PRECAST CONCRETE )
SPLASHPAD
8
1800mm X 610mm X 150mm Q
THICK RIP RAP AT END OF CONCRETE -
SPLASHPAD _\
<g gt e s e TS

R KR
\/,\//>\/ ://% /é§ SN

INSITU SOIL

NOTE:

— PRECAST CONCRETE SPLASHPAD BY BARKMAN
CONCRETE OR APPROVED EQUAL.
— PROVIDE SHOP DRAWINGS.

/2 \BOLLARD DETAIL
W SCALE = 1:30

/ "\PRECAST CONCRETE SPLASHPAD
W SCALE = 1:20

2.440
WOOD FRAME
BEHIND PEG o
BOARD =
o 3.000 _ 3.000
150mm A—BASE
4 . 30% __3.0% 4
3 1 Y AR Y U AU R o M B A ik MM rr e 1 3
FRONT VIEW 7 eSS 8 B BRI B88BRRAREREREAMNERERR ARy R S
NI 1 IR Y R RTTI 1 TR
KL | RN R R R SRKS
VRS R PRI P RRRRRELII <SRRG
1219mm x 2440mm x 10mm PEG X/A \\//\\//\\//\ /\\/\\//\§?/\\
BOARD SECURED TO RN KK
NANWEN NN A
WOOD RUNNER FRAME A TRR SIS
WOOD RUNNER FRAME TO BE NON-WOVEN GEOTEXTILE A A NN Y
- ./././././././ ...... _
i FASTENED TO INTERIOR WALL STUDS ON COMPACTED SUBGRADE \\\/ \//\\//\\//\\/\\/\\/\\/,\:/,:\/, 300mm C—BASE
o \\
NN 50mm x 50mm WOOD RUNNERS TO FORM COMPACTED FILL (SUB
FRAME AROUND PERIMETER OF PEG BOARD BASE) AND EXISTING
C/W ONE RUNNER ALONG CENTER OF BOARD GROUND
rd AS SHOWN
1 NOTE:
TN T — TOP SOIL AND ORGANICS TO BE REMOVED
o FOR ROAD BED PREPARATION.
§ | N
- N\— WALL
/“\TYPICAL ACCESS ROAD CROSS—SECTION
NOTE: 7|y SCALE = 1:100
— SUBMIT SHOP DRAWINGS.
— ENTIRE UNIT TO BE PAINTED WHITE (2 COATS)
— MUST BE COMPLETE WITH ALL HOOKS TO HANG TOOLS
(3\PEG BOARD DETAIL
17 4 SCALE = 1:40
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NOTES:

STEEL OR WOOD

END SEAMS TO BE
STAPLED @ 300mm

POST
4’5:
EXTRA STRENGTH FILTER FABRIC NEEDED ﬁ,,.;ii:i:i;.
WITHOUT WIRE MESH SUPPORT --'i=i==i=i==l=i'
|
A — PLACE THE END POST
A ——— —EEENE -~ OF THE SECOND FENCE
Ay o T — INSIDE THE END POST
A - ——— 0w OF THE FIRST FENCE
FOR ADDITIONAL STRENGTH FILTER o {; T &
FABRIC MATERIAL CAN BE ATTACHED |I,,;::;:;:::,;:;:,;:;:n XN e
TO A 150mm (MAX.) MESH WIRE =iii=i=i=ii=i=il=i== i ?90‘;%?5 FENCE POST (WOOD
$8R_II-;EEI ;«gécT:g HAS 'BEEN FASTENED i”iiﬁ’il’i’:' ~ & PH¥ OR STEEL) — — ROTATE BOTH POSTS AT LEAST
e -~ ELOW Wes ) 180 DEGREES IN A CLOCKWISE
o = R ] DIRECTION TO CREATE A TIGHT
;w T R SEAL WITH THE FABRIC MATERIAL
i vV @ — TS
s it W Wt FABRIC
isagag s / OV et DIRECTION OF RUNOFF
I ,"’\ 18 '% 4
‘iﬁ‘ > © 4 | | 457mm INTO THE GROUND
RO = AND BURY FLAP
R I TEEEE
=
/3\ ATTACHING TWO SILT FENCES
\1_8/ SCALE = 1:10
1. THE HEIGHT OF A SILT FENCE SHALL NOT EXCEED 914mm. -
z T
2. HE FILTER FABRIC SHALL BE PURCHASED IN A CONTINUOUS ROLL CUT TO THE LENGTH OF SIS/
THE BARRIER TO AVOID THE USE OF JOINTS.
[Te)
3. POSTS SHALL BE SPACED A MAXIMUM OF 3.048m APART AT THE BARRIER LOCATION AND DIG 100mm WIDE & °
DRIVEN SECURELY INTO THE GROUND A MINIMUM OF 300mm. WHEN EXTRA STRENGTH FABRIC 100mm DEEP TRENCH, ©
IS USED WITHOUT THE WIRE SUPPORT FENCE, POST SPACING SHALL NOT EXCEED 1.829m. BURY BOTTOM 200mm
OF FABRIC, AND
4., A TRENCH SHALL BE EXCAVATED APPROXIMATELY 100mm WIDE AND 100mm DEEP ALONG THE ANCHOR W/COMPACTED
LINE OF POSTS AND UPSLOPE FROM THE BARRIER. BACK,.—{_._ MATERIAL
5. WHEN STANDARD STRENGTH FILTER FABRIC IS USED, A WIRE MESH SUPPORT FENCE SHALL EDGE OF SHOULDER OR
BE FASTENED SECURELY TO THE UPSLOPE SIDE OF THE POSTS USING HEAVY DUTY WIRE STAPLES PRAIRE
AT LEAST 25mm LONG, TIE WIRES, OR HOG RINGS. THE WIRE SHALL EXTEND INTO THE
TRENCH A MINIMUM OF 50mm AND SHALL NOT EXTEND MORE THAN 914mm ABOVE THE mSH_T FENCE SECTION
ORIGINAL GROUND SURFACE.
\1_8/ SCALE = 1:10 TO BE EXCAVATED,
6. THE STANDARD STRENGTH FILTER FABRIC SHALL BE STAPLED OR WIRED TO THE FENCE, AND REPLACED, AND
200mm OF THE FABRIC SHALL BE EXTENDED INTO THE TRENCH. THE FABRIC SHALL NOT COMPACTED
EXTEND MORE THAN 914mm ABOVE THE ORIGINAL GROUND SURFACE. EROSION CONTROL
7. THE TRENCH SHALL BE BACKFILLED AND THE SOIL COMPACTED OVER THE FILTER FABRIC. BLANKET
(100% COCONUT)
8. SILT FENCING TO BE POLYPROPYLENE SYNTHETIC FIBRE WITH ULTRAVIOLET STABILIZERS.
AMOCO 1198 OR APPROVED EQUAL.
9. WOOD POSTS TO BE 38mm X 89mm (2" X 4"), POINTED AT ONE END AND FABRICATED.
10. INSTALL ALL SUPPORTING POSTS ON THE DOWN SLOPE SIDE OF THE FENCING
11. MAINTAIN SILT FENCE THROUGHOUT CONSTRUCTION AND UNTIL REVEGETATION OCCURS. STAPLES
(SEE STAPLING
DETAIL)
/N\SILT FENCE DETAIL
\\1_8/ ANCHORING AT TOP OR GRADE
OR BACK SLOPE
/SN\STAPLING DETAIL
18 SCALE = 1:10
EROSION CONTROL T ——
BLANKET -
(100% COCONUT)
&
$
%)
& N p
& A
BLANKETS SHALL BE £y .
INSTALLED VERTICALLY ~ 4 EROSION CONTROL
DOWNSLOPE. BLANKET
——————— - T R -, NOTES: (100% COCONUT)
|
| 1. SLOPE SURFACE SHALL BE FREE OF ROCKS, \/
| (TYP.) CLODS, STICKS AND GRASS. BLANKETS SHALL N
| | | HAVE GOOD SOIL CONTACT. 200mm STAPLES
' SLOPE 2. LAY BLANKETS LOOSELY AND STAKE OR (DSI__E&ISTAP”NG
| —_— STAPLE TO MAINTAIN DIRECT CONTACT WITH THE
| SOIL. DO NOT STRETCH. MIN. SOmm
INTERVALS 1 I I I OVERLAP
| 3. SEED SHALL BE PLACED PRIOR TO PLACING
: (100% COCONUT) BLANKET. STAPLES
| I I (SEE STAPLING EROSION CONTROL BLANKET TO BE ANCHORED
| DETAIL) AT BOTTOM OF GRADE OR BACK SLOPE WITH
| STAPLES AT 300 mm INTERVALS
_________ I N e
' GROUND LINE
(DITCH AREA)
1:10 / /
TR
/4 \EROSION CONTROL BLANKET ON GRADE OR BACK SLOPE (GS OR BS)
w SCALE = 1:50
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